
 

ELECTRO VOICE EKX-18SP HIGH EFFICIENCY 1300WATT 18quot ACTIVE BASS BIN (20995 R)

Location Gauteng, Johannesburg
https://www.freeadsz.co.za/x-197677-z

ELECTRO VOICE EKX-18SP

  THE ELECTRO-VOICE EKX-18SP POWERED SUBWOOFER IS PART OF EV'S EKX SERIES,
WHICH COMBINES LEGENDARY EV SOUND QUALITY AND RELIABILITY WITH THE LATEST
TECHNOLOGY -- ALL IN A COMPACT PACKAGE SUITABLE FOR A WIDE RANGE OF SOUND
REINFORCEMENT SCENARIOS, INCLUDING MUSICIANS/DJS AND LIVE/CLUB/INSTALLED SOUND
APPLICATIONS.

  EV-ENGINEERED COMPONENTS, SIGNAL SYNCHRONIZED TRANSDUCERS(TM) (SST)
WAVEGUIDE DESIGN, AND CLASS D AMPLIFIERS (UP TO 1500 W) COUPLED WITH
QUICKSMARTDSP ALL WORK TOGETHER TO PROVIDE PRECISE COVERAGE AND SUPERIOR
SOUND QUALITY AT HIGH SPLS. EV'S AWARD-WINNING INDUSTRIAL DESIGN -- WITH ROBUST
WOOD ENCLOSURES AND DURABLE EVCOAT FINISH -- ENSURES THAT EKX SPEAKERS LOOK
AS GREAT AS THEY SOUND. HIGH EFFICIENCY 1300WATT 18" ACTIVE BASS BIN
  CARDIOID CONTROL TECHNOLOGY ALLOWS OUTPUT TO BE STEERED TOWARDS THE
AUDIENCE.
  INTELLIGENT THERMAL MANAGEMENT WITH A VARIABLE-SPEED FAN.
  TWO XLR OUTPUT CONNECTORS
  QUICKSMARTDSP FEATURES BEST-IN-CLASS PROCESSING, EVâ€™S SIGNATURE SINGLE-
KNOB USER INTERFACE, AND INTUITIVE MENU NAVIGATION VIA LCD.

  CARDIOID CONTROL TECHNOLOGY ALLOWS OUTPUT TO BE STEERED TOWARDS THE
AUDIENCE WITH UP TO 35 DB REDUCTION ON STAGE WHEN MULTIPLE SUBS ARE DEPLOYED.

  HIGH-EFFICIENCY 1300 W CLASS D POWER AMPLIFIER DELIVERS UP TO 134 DB PEAK SPL ON
THE EKX-18SP UTILIZING HIGH-SENSITIVITY TRANSDUCERS DESIGNED AND ENGINEERED BY
EV.

  INTELLIGENT THERMAL MANAGEMENT WITH A VARIABLE-SPEED FAN CONTROLLED BY
MULTIPLE ONBOARD SENSORS, ENSURING SUPERIOR PERFORMANCE AND RELIABILITY IN
DEMANDING ENVIRONMENTAL CONDITIONS.
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  TWO XLR OUTPUTS FOR EASY SYSTEM EXPANSION TO ADDITIONAL LOUDSPEAKERS OR
SUBWOOFERS. LARGE SLOT PORTS FOR LOW DISTORTION AND EXCELLENT BASS
EXTENSION. METAL GRILLE REINFORCEMENT BAR (TWO ON THE 18SP). M20 THREADED POLE
MOUNT.
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